tasily  shaped  oy  nana  to  any  Torm  or 
contour.  Unaffected  by  cold  or  heat. 


Resists  ripping.  Can’t  be  scratched  or 
scuffed.  Won’t  crack,  chip  or  dry  out. 


copper-fabric  flashing 


the  original  and  still  the  finest 
thin-sheet  copper  flashing. 


End  leakage  and  seepage  with  Wasco  Copper-Fabric  Flashing,  the  five-layer, 
permanent  water-proofing: 

1.  tough,  asphalt-saturated  cotton  fabric  bonded  to 

2.  a  full  coat  of  ductile  mastic  bonded  to 

3.  electro-sheet  copper  (2,  3,  5  or  7  ozs.  per  sq.  ft.)  bonded  to 

4.  a  full  coat  of  ductile  mastic  bonded  to 

5.  tough,  asphalt-saturated  cotton  fabric. 

The  possibility  of  electrolysis  is  eliminated  because  the  copper  core  is 
completely  covered.  This  over  all  coverage  also  prevents  the  discoloration 
of  limestone  or  light  brick  facings  by  oxidation  stains  or  asphalt  bleeding. 
And,  Wasco  Copper-Fabric  Flashing  is  grooved  to  allow  for  expansion, 
contraction,  and  effective  drainage. 

sizes 


Wasco  Copper-Fabric  Flashing  is  de¬ 
livered  in  25'  rolls  of  any  even  width 
up  to  48".  Will  be  cut  at  factory  to  exact 


specified  sizes  if  so  desired,  thus  sav¬ 
ing  useless  scrap  as  well  as  cutting 
time  on  the  job. 


WATER-TIGHT  JOINTS 


Five-layer  construction  permits  sim¬ 
ple,  self-sealing  multiple  splice. 


Fabric  surface  bonds  perfectly  to 
mortar  for  permanent  crack-free 
protection. 


model  specifications 

•  Materials:  Material  for  flashing 

spandrels,  heads,  sills,  and  all  thru- 
wall  conditions,  as  shown  on  drawings, 
shall  be  (designate  the  material  by 
name  and  describe  it  as,  e.g.:  Wasco 
Copper-Fabric  Flashing  consisting  of  a 
full  sheet  of  copper  weighing  —  specify 
2,  3,  5,  or  7  oz.  —  per  square  foot, 
bonded  to  and  between  two  layers  of 
coarsely  woven  asphalt-saturated  cot¬ 
ton  fabric  by  means  of  asphalt  mastic, 
and  the  entire  assemblage  grooved  by 
a  series  of  parallel  depressions,  all  as 
manufactured  by  Wasco  Products,  Inc., 
Cambridge,  Mass.) 

•  Application:  On  all  horizontal  ma¬ 
sonry  surfaces  the  flashing  shall  be 
laid  in  a  fresh  bed  of  mortar  or  trowel 
coat  of  asphalt  mastic,  while  other 
surfaces  receiving  the  flashing  shall  be 
thoroughly  dry,  free  from  loose  ma¬ 
terials,  reasonably  smooth  and  suffi¬ 
ciently  spotted  with  asphalt  mastic  to 
hold  it  in  place  until  the  masonry  is  set. 
Joints  shall  be  made  as  follows:  Wasco 
Copper-Fabric  Flashing  and  Wasco 
Fabric  Flashing  by  splicing  —  that  is,  by 
splitting  the  two  top  plies,  lapping  4", 
and  coating  the  contacting  surfaces 
with  asphalt  mastic.  Other  Wasco 
materials  shall  be  joined  also  by  lap¬ 
ping  a  minimum  of  4"  and  using  asphalt 
mastic  as  the  bonding  agent,  except 
Wasco  Seal.  This  product’s  lapping 
should  be  cemented  with  Wasco 
Cement  Type  R. 


•  Spandrels:  Flashing  shall  start  from 
the  outside  toe  of  the  shelf  angle,  go 
up  the  face  of  the  beam,  and  then 
through  the  wall,  turning  up  on  the 
inside  not  less  than  2". 

•  Copings:  Flashing  shall  be  set  into  a 
full  bed  of  fresh  mortar  above  and 
below,  and  shall  come  within  lA"  of  the 
exterior  and  interior  faces  of  the  wall. 

•  Thru-Wall:  Flashing  shall  start  V/ 
from  the  outside  face  of  the  wall,  then 
go  through  the  wall,  turning  up  at  the 
inside  not  less  than  2". 

•  Heads  and  Sills:  Flashing  shall  start 
A"  from  outside  face  of  wall,  then  go 
through  the  wall,  turning  up  at  the 
inside  not  less  than  2".  Head  flashings 
shall  be  carried  6"  beyond  each  side 
of  the  opening.  Both  head  and  sill 
flashings  shall  be  turned  up  at  the 
sides,  forming  a  pan.  All  corners  shall 
be  folded,  not  cut.  In  frame  construc¬ 
tion,  the  material  shall  be  applied  by 
using  6"  strips  directly  against  the 
sheathing  prior  to  setting  the  frames. 

•  M  embrane  Waterproofing:  All  foot¬ 
ings,  walls  and  floor  slabs  shall  be 
waterproofed  using  the  greatest  width 
available  laid  in  a  mopping  of  hot 
asphalt  or  cold  mastic.  Six  inches 
should  be  allowed  for  lapping  at  all 
joints.  When  making  joints,  material 
should  be  mopped  or  coated  on  both 
sides. 
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copperseal 


A  lightweight,  extremely  tough  flashing  with  a  water-tight  electro 
sheet  copper  core  (2,  3,  5  or  7  oz.  per  sq.  ft.)  protected  on  both 
sides  by  a  rubber-like  asphaltic  compound  coating  (min.  6  oz. 
per  sq.  ft.)  Flexible  in  extreme  weather.  Won’t  run.  Asphaltic 
coating  will  self  seal  puncture  holes.  Non-corrosive. 


Under  copings 
Foundation  cut-offs 


uses 

Spandrel  beams 
Window  heads  and  sills 
All  through-wall  applications 

sizes 

60"  wide  25'  long.  Will  slit  to  desired  width. 

specifications 

Material  shall  be  Wasco  Copperseal  Flashing,  consisting  of  electro¬ 
sheet  copper  weighing  (2,  3,  5  or  7)  oz.  per  sq.  ft.,  coated  on  both  sides 
with  a  special  asphalt  compound,  weighing  not  less  than  6  oz.  per  sq. 
ft.  All  as  manufactured  by  Wasco  Products,  Inc. 


cop-r-tex 

Combines  the  protective  advantages  of  heavy  sheet  copper 
with  unusual  flexibility.  The  electro-sheet  copper  is  bonded 
on  one  side  with  heavy,  waterproof  creped  Kraft  paper.  Avail¬ 
able  in  weights  of  1,  2  or  3  oz.  per  square  foot.  3  oz.  copper  is 
reinforced  with  heavy  fibres  to  meet  Government’s  minimum 
requirements. 

uses 

Damp-proofing  between  floors  or  under  linoleum. 

As  a  moisture-proof  vapor  barrier  between  boarding. 

On  roofs,  as  base  for  slate,  tile,  shingles,  etc. 

At  grade  as  guard  against  termites. 

Insulation  for  attic  walls  and  ceilings. 

Face  copper  side  to  exterior  on  side  walls,  roofs,  under  floors 
and  linoleum.  Face  copper  side  to  studs  for  attic  insulation. 

sizes 

Rolls  60"  wide,  60'  long.  Can  be  slit  to  multiple  widths. 

specifications 

Material  shall  be  Wasco  Cop-R-Tex  consisting  of  a  full  sheet  of  cop¬ 
per  weighing  (1,  2  or3)  oz.  per  sq.  ft.,  bonded  on  one  side  with  heavy, 
waterproof,  creped  Kraft  paper.  All  as  manufactured  by  Wasco 
Products,  Inc. 


cop-r-tex  duplex 


Copper  (1,  2,  3  or  5  oz.  per  sq.  ft.)  bonded  on  both  sides  with 
heavy  asphalt-saturated  creped  Kraft  paper.  Unusual  flexi¬ 
bility.  Its  low  cost,  ease  of  installation  makes  Cop-R-Tex  Duplex 
ideal  for  all  concealed  flashing  and  waterproofing. 


uses 

Damp-proofing  between  floors  or  under  linoleum. 

As  a  moisture-proof  vapor  barrier  between  boarding. 

On  roofs,  as  base  for  slate,  tile,  shingles,  etc. 

At  grade  as  guard  against  termites. 

Insulation  for  attic  walls  and  ceilings. 

Face  copper  side  to  exterior  on  side  walls,  roofs,  under  floors  and 
linoleum.  Face  copper  side  to  studs  for  attic  insulation. 


sizes 

Rolls  60"  wide  and  60'  long.  Can  be  slit  in  multiple  widths. 


specifications 

Material  shall  be  Wasco  Cop-R-Tex  Duplex  consisting  of  a  full  sheet  of 
copper  weighing  (1,  2,  3  or  5)  oz.  per  sq.  ft.  bonded  on  both  sides  by 
hot  asphalt  to  heavy  asphalt-saturated  creped  Kraft  paper.  All  as 
manufactured  by  Wasco  Products,  Inc. 
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flashing  products 


Lead  and  copper  combined  to  provide  an  enduring  barrier 
against  vapor,  moisture,  dampness  and  water.  Prevents  heat 
loss.  Effective  guard  against  termites.  Ideal  for  all  concealed 
flashing.  Low  cost.  Available  in  weights  2,  3,  5  and  7. 


sizes 

Rolls  60"  wide,  40'  long.  Can  be  slit  to  desired  width  at  no  extra  cost. 


specifications 

Materials  shall  be  Wasco  Cop-R-Tex  Plus  Lead,  a  multi-ply  lamination 
consisting  of  an  outer  lamina  of  electro-sheet  copper  bonded  with  a 
continuous  layer  of  asphalt  to  an  interior  lead  lamina  which  shall 
be  bonded  to  an  apshalt  saturated  and  creped  duplex  covering  rein¬ 
forced  with  interspersing  fiberglass  strands.  The  total  gauge  of  both 
copper  and  lead  shall  not  be  less  than  weight  (2,  3,  5  or  7).  All  as 
manufactured  by  Wasco  Products,  Inc. 

“Manufactured  under  one  of  the  following  patents:  2695854 

2734010  2748043“ 


cop-r-lex  duplex  plus  lead 


cop-r-tex  plus  lead 


Copper  and  Lead  combined,  reinforced  and  protected  to  pro¬ 
vide  enduring  barrier  against  vapor,  moisture,  dampness  and 
water.  Less  expensive  than  Cop-R-Tex  Duplex  while  retaining 
most  of  its  outstanding  characteristics.  Available  in  weights  2, 
3  and  5. 


sizes 

Rolls  60"  wide,  40'  long.  Can  be  slit  to  desired  width  at  no  extra  cost. 


specifications 

Materials  shall  be  Wasco  Cop-R-Tex  Duplex  Plus  Lead,  a  multi-ply 
lamination  consisting  of  a  core  of  lead  and  copper  lamina  and  covered 
on  both  sides  with  two  plies  each  of  asphalt-saturated  and  creped 
duplex  covering  and  reinforced  with  fiberglass.  The  total  gauge  of 
both  copper  and  lead  shall  not  be  less  than  weight  (2,  3  or  5).  All  as 
manufactured  by  Wasco  Products,  Inc. 

“Manufactured  under  one  of  the  following  patents:  2695854 
2734010  2748043“ 


copperseal  plus  lead 

Identical  to  Copperseal  except  that  the  core  is  made  of  copper 
plus  lead.  This  construction  allows  a  lighter  gauge  copper  to  be 
used,  the  lead  providing  support  and  strength.  Less  expensive 
than  traditional  copper-fabric  flashings.  Available  in  weights  of 
2,  3,  5  and  7. 


sizes 

Rolls  60"  wide,  25'  long.  Can  be  slit  to  desired  width  at  no  extra  cost. 


specifications 

Materials  shall  be  Wasco  Copperseal  Plus  Lead,  a  multi-ply  lamina 
consisting  of  electro-sheet  copper  plus  lead  coated  on  both  sides 
with  a  special  asphalt  compound.  The  total  gauge  of  both  copper 
and  lead  shall  not  be  less  than  weight  (2,  3,  5  or  7).  The  total  weight 
of  the  asphalt  compound  shall  not  be  less  than  6  oz.  per  sq.  ft.  All  as 
manufactured  by  Wasco  Products,  Inc. 

“Manufactured  under  one  of  the  following  patents:  2695854 
2734010  2748043” 


fabricote 

Asphaltic  coated  cotton  fabric,  a  flexible  low-cost  flashing.  Acid 
and  alkali  resistant.  Dependably  waterproof.  Unaffected  by 
temperature  extremes.  Minimum  weight,  40  oz.  per  sq.  yard 

uses  —  Spandrels  Window  heads  and  sills 

Protective  coating  for  pipes  and  conduits 
All  thru-wall  applications 

sizes  —  Rolls  36"  wide,  60'  long.  Can  be  slit  to  desired  width 
at  no  extra  cost. 

specifications 

Material  shall  be  Wasco  Fabricote,  consisting  of  a  rugged  cotton  close- 
meshed  fabric  that  is  impregnated  and  heavily  coated  with  a  special 
Wasco  asphalt  compound,  and  to  weigh  a  minimum  of  40  oz.  per  sq. 
yard.  All  as  manufactured  by  Wasco  Products,  Inc. 


reinforced  fabricote 

Similar  to  Fabricote  but  reinforced  with  either  wire  mesh  or 
asphalt-saturated  felt.  The  turn-up  strip  resists  puncture  or 
tearsand  at  the  same  time  is  flexible  enough  to  bend  with  ease. 

uses  —  Spandrel  beam  waterproofing  at  minimum  cost 

All  thru-wall  applications  Window  heads  and  sills 

sizes —  Rolls  36"  wide,  60'  long. 

specifications 

Material  shall  be  Wasco  Reinforced  Fabricote,  consisting  of  a  rugged 
cotton  close-meshed  fabric  that  is  impregnated  and  heavily  coated 
with  a  special  Wasco  asphalt  compound  and  reinforced  on  one  side 
with  (specify  wire  mesh  or  asphalt  felt).  All  as  manufactured  by  Wasco 
Products,  Inc. 

membrane  waterproofing 
fabric 

A  tough,  open-mesh  cotton  fabric  impregnated  with  a  special  as¬ 
phalt  which  allows  the  fabric  to  unroll  easily  at  all  temperatures 
without  sticking  or  distortion.  Open-mesh  constuction  allows 
surface  coatings  to  penetrate  and  interlock.  Complies  with 
minimum  requirements  of  A.S.T.M.,  A.R.E.A.,  A.A.S.H.O.  and 
Federal  Specifications.  Test  reports  available. 

uses — Membrane  waterproofing  Against  hydrostatic  head 

Below  grade  building  foundations 

Tunnels,  bridges  and  highways 

Wherever  construction  is  exposed  to  water  pressure 


full  seal  fabric 

Extra  heavy,  tightly  woven  cotton  fabric  weighing  approximately 
7  oz.  per  square  yard  before  saturation  with  a  special  Wasco 
asphaltic  compound.  Weighs  approximately  17  oz.  per  sq.  yard 
after  saturation. 

uses  —  Waterproofing  spandrel  beams,  windows,  lintels 
Below  grade  building  foundations  and  footings 

sizes  —  Rolls,  36"  wide,  50  yards  long.  Can  be  slit  to  desired 
width  at  no  extra  cost. 

specifications 

Material  shall  be  Wasco  Full  Seal  Fabric  consisting  of  a  heavy,  tightly 
woven  cotton  fabric  weighing  approximately  7  oz.  per  sq.  yard  before 
saturation  and  saturated  with  a  special  Wasco  asphaltic  compound, 
the  saturated  fabric  shall  weigh  approximately  17  oz.  per  sq.  yard 
after  saturation.  All  as  manufactured  by  Wasco  Products,  Inc. 


fabric  flashing 

Rough-surfaced  for  tighter  bond  with  mortar.  Consists  of  heavy 
core  of  asphalt-saturated  felt  bonded  on  each  side  with  an 
asphalt-saturated  cotton  fabric  by  a  special  ductile  mastic. 
Grooved  in  a  series  of  crimped  parallel  depressions  to  permit 
expansion  and  contraction.  Will  not  crack  or  tear.  Can  be 
formed  on  job. 

uses  —  All  through-wall  applications 
sizes —  Rolls,  36"  wide,  25'  long. 

specifications 

Material  shall  be  Wasco  Fabric  Flashing  consisting  of  a  heavy  core  of 
asphalt-saturated  felt  bonded  on  each  side  to  an  asphalt-saturated 
cotton  fabric  by  ductile  mastic.  Grooved  to  allow  for  expansion, 
contraction  and  effective  drainage.  All  as  manufactured  by  Wasco 
Products,  Inc. 


RECOMMENDED  APPLICATIONS 
OF  WASCO  FLASHINGS 


TUNNEL 
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aluminum  fabric  flashing 

Similar  to  Wasco’s  famous  Copper-Fabric  Flashing  but  substi¬ 
tuting  aluminum  in  place  of  the  copper  core.  A  flexible,  tough, 
water-proof  flashing  with  Wasco's  five  layer  construction  that 
permits  a  simple,  self-sealing  multiple  splice.  Available  either 
.004  or  .005  aluminum. 


Membrane  waterproofing 


uses 

All  thru-wall  applications 
Spandrels,  copings,  heads  and  sills 

sizes 

Even  widths  up  to  48",  25'  long. 

specifications 

Material  shall  be  Wasco  Aluminum  Fabric  Flashing  consisting  of  a 
full  sheet  of  (specify  .004  or  .005)  aluminum  bonded  to  and  between 
two  layers  of  coarsely  woven  asphalt-saturated  cotton  fabric  with 
mastic  and  grooved  in  a  series  of  parallel  depressions.  All  as  manu¬ 
factured  by  Wasco  Products,  Inc. 


aluminum  duplex 

Similar  to  Cop-R-Tex  Duplex  but  substituting  .004"  or  .005" 
aluminum  for  the  copper  core.  This  core  is  bonded  on  both 
sides  with  heavy  asphalt-saturated,  creped  Kraft  paper.  Its  low 
cost  makes  Aluminum  Duplex  ideal  for  waterproofing  and 
thru-wall  applications. 


uses 

Vapor  barrier 
T ermite  protection 


Thru-wall  applications 
Waterproofing 


sizes 

Rolls  60"  wide  and  60'  long.  Can  be  slit  to  multiple  widths. 

specifications 

Material  shall  be  Wasco  Aluminum  Duplex  consisting  of  a  full  sheet 
of  aluminum  (.004  or  .005)  bonded  on  both  sides  by  hot  asphalt 
to  heavy  asphalt-saturated  creped  Kraft  paper.  All  as  manufactured 
by  Wasco  Products,  Inc. 


coated  aluminum  flashing 

Similar  to  Copperseal  but  substituting  less  expensive  aluminum 
for  the  copper  core.  The  core,  (specify  .004  or  .005)  is  protected 
on  both  sides  by  a  rubber-like  asphaltic  coating,  minimum  6  oz. 
per  sq.  ft.  Asphaltic  coating  will  self-seal  puncture  holes. 

uses 

All  thru-wall  applications  Foundation  cut-offs 

Under  copings  Window  heads  and  sills  Spandrel  beams 

sizes 

Even  widths  up  to  60"  x  25'  in  length. 

specifications 

Material  shall  be  Wasco  Coated  Aluminum  Flashing,  consisting  of  an 
aluminum  sheet  weighing  (specify  .004  or  .005)  coated  on  both  sides 
with  a  special  asphalt  compound,  weighing  not  less  than  6  oz.  per 
sq.  ft.  All  as  manufactured  by  Wasco  Products,  Inc. 
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wascofilm 

A  pure  polyethylene  film  that  meets  F.H.A.  requirements. 
Will  not  crack,  chip  or  embrittle  with  age.  Chemically  inert  and 
unaffected  by  temperature  changes.  Lightweight  and  easy  to 
handle.  Ideal  vapor  barrier.  Available  in  transparent  or  sunlight 
resistant  black  and  in  .002",  .004"  or  .006"  thicknesses. 

uses 

Air  and  dust  barrier  Forms  liner 

Curing  cover  Weather  protection 

sizes 

.00125  mils  to  .010  mil,  up  to  40  ft.  wide  in  continuous  rolls. 


specifications 

Material  shall  be  Wascofilm,  polyethylene  film  (.002",  .004"  or  .006") 
thick  with  a  (transparent  or  sunlight  resistant  black)  finish.  It  shall 
be  installed  in  strict  accordance  with  manufacturer’s  printed  instruc¬ 
tions.  All  as  manufactured  by  Wasco  Products,  Inc. 


wascoseal 

A  lightweight,  permanent,  low-cost  plastic  barrier  for  concealed 
flashing  purposes.  Available  in  10  gauge  (11  oz.  per  sq.  yard) 
and  20  gauge  (22  oz.  per  sq.  yard)  thicknesses.  Won’t  tear  or 
rip.  Remains  flexible  at  all  temperatures.  Resistant  to  acids, 
alkalies  and  caustics.  Meets  all  government  specifications. 
Test  reports  available  on  request. 

uses 

Foundation  cut-offs  All  thru-wall  applications 

Spandrel  beams,  window  heads,  sills  and  under  copings 

sizes 

10  gauge,  Rolls,  12,  18,  24,  30,  36,  48"  wide,  144'  long. 

20  gauge,  Rolls,  12,  18,  24,  30,  36,  48"  wide,  72'  long. 


specifications 

Material  shall  be  Wascoseal,  a  non-reinforced  homogeneous  water¬ 
proofed  impermeable  material  composed  of  elastomeric  substances 
which  have  been  reduced  to  a  thermoplastic  state  and  extruded  into 
a  continuous  sheet.  Material  shall  be  (10  gauge,  11  oz.  per  sq.  yard 
or  20  gauge,  22  oz.  per  sq.  yard).  All  as  manufactured  by  Wasco 
Products,  Inc. 


CEMENT  TYPE  R 


This  flexible  rubber  sealer  is  virtually  unaffected  by  water  and 
weather  and  has  an  exceptionally  long  service  life.  When  thor¬ 
oughly  dry  it  will  not  flow  at  temperatures  up  to  250°F.  Flexi¬ 
bility  retained  down  to  —  20°F.  Specifically  recommended  for 
bonding  Wascoseal. 


uses 

Bonding  Wascoseal  and  other  plastic  flashings 
Mounting  showcase  windows 
Sealing  seams  in  air-conditioning  systems 
Bonding  asphalt-fabric  flashings 


sizes 

5  Gal.  Pails  and  55  Gal.  Drums. 


specifications 

Material  shall  be  Wasco  Cement  Type  R,  a  heavy  solvent-release  type 
adhesive.  As  manufactured  by  Wasco  Products,  Inc. 


Reglet  is  furnished  in  16  oz.  copper  or  26  gauge  galvanized 
iron,  and  comes  supplied  with  double-headed  nailsfor  securing 
to  wooden  forms.  A  pressed  fibreboard  insert  keeps  opening 
from  becoming  filled  with  concrete,  and  is  easily  removed  when 


wooden  forms  are  stripped. 
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READY  TO  INSTALL 
NO  WASTE 
NO  C 
NO 


SHIPPED  CUT  TO  SIZE 


v.  if  . 

detail  for 
wasco  shower  pans 


shower  pans 

copper  fabric 
shower  pan 

construction : 

The  Wasco  Copper-Fabric  Shower  Pan  is  composed  of  a 
solid  sheet  of  3,  5,  or  7  oz.  copper,  covered  on  both  sides 
with  asphalt  saturated  cotton  fabric,  all  securely  bonded 
together  under  pressure  using  a  special  asphalt  mastic 
as  the  bonding  agent.  The  material  for  a  Wasco  Pan  is 
cut  to  exact  size  at  the  factory  and  shipped  to  the  job  in 
one  piece  in  roll  form.  Wasco  Shower  Pans  are  shipped 
in  exact  size  required.  This  means  no  making  of  joints  in 
the  field  —  just  turn  up  the  sides,  crease  the  corners  and 
cut  hole  for  the  floor  drains. 

specifications : 

Material  shall  consist  of  a  sheet  of  copper  weighing  (specify 
3,  5,  or  7  oz.)  per  sq.  ft.  bonded  to  and  between  2  layers  of 
asphalt-saturated  cotton  fabric  by  means  of  a  special  ductile 
mastic,  all  as  manufactured  by  Wasco  Products,  Inc.,  Cam¬ 
bridge,  Mass. 


application : 

The  surface  receiving  the  Shower  Pan  shall  be  thoroughly  dry, 
free  from  loose  materials,  reasonably  smooth,  and  shall  be 
coated  with  mastic.  The  sides  of  the  Pan  shall  be  turned  up  at 
least  6"  and  a  hole  cut  for  the  drain  making  same  watertight. 
The  material  shall  be  cut  at  the  factory  to  the  exact  size  re¬ 
quired  and  shipped  to  the  job  in  a  one-piece  roll. 


copperseal  plus  lead 
shower  pan 


Now  Copper-Lead  Shower  Pans  Guaranteed  to  out¬ 
last  the  building 

Make  your  own  shower  pan.  Copperseal  Plus  Lead 
Shower  Pan  is  furnished  in  convenient  roll  form  in  popu¬ 
lar  widths.  Cut  exact  amount  required  from  rolls  25'  long 
thus  saving  delay  at  the  job. 

Specifications: 

Materials  for  Shower  Pans  shall  consist  of  a  reinforced  core  of 
copper  and  lead  coated  on  both  sides  of  this  lamina  with  a 
special  asphalt  compound.  The  asphalt  compound  shall  not 
weigh  less  than  6  oz.  per  sq.  foot.  The  total  gauge  of  both 
copper  and  lead  shall  not  be  less  than  weights  5  or  7  (.007" 
or  .010").  All  as  manufactured  by  Wasco  Products,  Inc. 

‘‘Manufactured  under  one  of  the  following  patents: 
2695854  2734010  2748043“ 


wasco  products,  inc. 

CAMBRIDGE  38,  MASS. 

Toronto,  Canada  Burbank,  California 


Represent 
KENNETH  H  ••  r-  r  - 


155  E.  42nd  ST 


d  by 

T  EAVES  &  CO. 

W  YORK,  N.  Y. 
TEL.  YUkon  6-7166 


